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BATSANOV, S.S.;_ABAULINA, L, I,
Interaction of mercury halides with chalcogens. Report No.2.
Igv. Sib, otd, AN SSSR no.10:67-73 'ol, (MIRA 14:12)

1. Institut neorganicheskoy khimii Sibirskogo otdeleniya AN
SSSR, Novosibirsk. '
(Mercury halides)
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Abvaulina, E. I., and Zavaritskiy, N. V.

A TR T D 4 -

Problem of obtaining a metastable modification of thallium
Zhur. eksp. i teor. fiz. 28, 250, February 1955

In order to clarify the role of the crystalline lattice in the phencmencn of
superconductivity it is important to investigate the various crystalline med-
ifications of one and the same substance at low temperatures. There are thre
metals (thallium, titanium, and zirconium) vhose alpha-medification is super-
conducting, but their beta-modification at low temperatures has not been in-
vestigated., The authors attempted to obtain and study at low temperatures
the metastable modification of thallium (9Y9.98% pure); tempering was carried
out by several methods. They found that one of the usuel methods does not
obtain thallium in its metastable modification and that thus the problem of
the possibility of tempering pure thallium remnins open. They thani A. I.
shal'nikov for his interest and N. V. Belov, leboratery assistunt in the In-
stitute of Crystallography, Acedemy of Sclences USSR, for roentgencir.is,

Inctitute cf Physical Problems, Academy of Sciences USSR

September 27, 1954
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Pub 1L46-25/25

Knaykin, M. S., and Abaulina, E. I.

Self-quenching 1ight counter with regulated red boundary
Zhur. eksp. 1 teor. fiz. 28, 254-256, February 1955

The counter of photoelectrons is a sensitive measurer of light flux. The
authors devote the present work to an atitempt to create a light counter

with regulated spectral characteristic, such an instrument in certain prob-
lems of spectral analysis combining the roles of light receptor and spectral
spparatus. The first attempt in this direction vas made by V. M. Kudryatseva
(ivid. 4, 557, 1939). They thank Prof. A. I. Skal'nikov for his advice.

Institute of Physical Problems, Academy of Sciences USSR

June 29, 1954
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JSSR/Electricity - Semiconductors

Abs Jour : Refurat Zhur - Fizika, No 5, 1957, 12184

Author : &amm-Zavaritskaya B E_.{.

Inst : Moscow State University, USSR.

Title ¢ Electric Properties of Germsnium at Super Low Temperatures

Orig Pub  : Zh. eksperim, i teor, fiziki, 1956, 30, No 6, 1158-1160

Abstract  : in investigation is mage of the el edtitc rentativity
) of single crystals of germanium (1 ohm-cm at 200)
on the temperature ang on the intensity of the electric
field in the temperature range from 0.15 to 20° K,

with accuracy to 5 x 10-30 g, The resistance was measureq
with an electrometer with negative feedback and with a
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7he Electric Conductivity of Germanium in Strong 30V/56-36-5-2/76
slectric Fields at Low Temperatures

of from 1 - 6 v/em at temperatures of from 4.5 - 6.35°K

(7 curves). This dependence is found to have 3 characteristic
ranges: a) the range of applicability of Ohm's law, b) the
range of the monotonous increase of conductivity, and c)

the range of the sudden steep increase of electric
conductivity (the so-called "breskdown" region). The latter
is subjected to close investigation. It was found that the
breakdown effect is connected with the development of a
cascade in the conduction bandj it is, however, independent
of the conduction mechanism in germanium at low temperatures.
The other figures show the varicus physical connections in
this region in form of diagramsj thus,figure 4 shows the
curves Ebr(T)’ (Ebr denotes the breakdown field strength),

figures 5 and 6 show the dependence of conductivity on E, etc.

a |l 21
The formula Ebr"/P KT or Ebrrﬂsconst holds
(u denotes the velocity of sound, I the ionization energy
of the impurities in germanium, and J the mobility (Figure

Card 2/3 9 shows the course taken by the straight line). The influerce
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ine Electric Conguctivity of Germanium in Strong S0V/56~36-5-2/76
~iectric Fields at Low Temperatures

ASSOCIATION:

SUBNITTED:

Card 3/3

exercised by various factors upon E is found to be

br
due to their influence on carrier mobility. Finally,
the connection between Ebr and the resistance 9 on the

megnetic field strength is investigated. The following holdst
¢ ()/ 9 (0) mokB, ()/E, (0), k = 1u..d4 or
g’(u)/g(o)w /w(o)/,u,(u). The author finally thanks A. I.

Shal'nikov, B¢ M. Vul, S. G. Kalashnikov and L, V. Keldysh
for their interest and discussions, and V. G. Alekseyeva
for preparing the samples. Thare are 10 figurss, 2 tables,
and 10 references, 1 of which is Soviet,

Moskovskiy gosudarstvennyy universitet (loscow State
University)

Novenber 10, 1958
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ABAYANTSEV, A.S.: Master Geolog-Mimoralo Sci (diss) --- "The tectonias of the

west-Donets graben (the Novomoskovsk-Mezhevava reglon of the western Dondass)",
Drepropetrovek, 1958, 20 pp (Min Higher Educ Ukr SSR, Dnopropetrovek Order of

Labor Red Bammor Mining Inst im Artem), 150 cooiss (KI, No 1, 1959, 116)
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ABAYANTSEV, A.S.

Mineral raw material resources of the Dnepropetrovak
Province, Izv. DGI 42:20-25 164, (MIRA 18:11)
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LEVI3, G.L., kand.med.nauk; ABAYEV, A.I. (Moskva)

Use of the neuroblocking preparations gastripon and gastro-
bamate, Klin,med. no,7:53-56 '61, (MIRA 1418)

1. Iz 2=y kefedry terapii (zav, - prof. B.Ye., Votchsl) TSentral'-
nogo instituta usovershenstvovaniya vrachey (dir, M.D. Kovrigina)
na base Klinicheskoy ordera lenina bol'nitsy imeni S.P. Botkina
(glavnyy vrach - prof, A.N, Shabanov),

(PEPTIC ULCER) (AUTONOMIC DRUGS)

APPROVED FOR RELEASE: 04/03/2001 CIA-RDP86-00513R000100110012-5"



"APPROVED FOR RELEASE: 04/03/2001 CIA-RDP86-00513R000100110012-5

"ABAYEV, A.8., ineh,; PODOL'SKIY, L.R., insh, (Dnspropstrovek).
——. N ¢
RBquipping alectric locomotives m station tracke, Flek, i1 tepl, tisga
no,12:27-28 D '57, (MIBA 1T:1)
(Rlectric locomotives-~Maintenance and repair)
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ABAIEV, A.S., inzh.

Dotermination of an expediency oriterion in the change-over of
traction motora to cveration with decreased field excitation,
Sbor. trud, DII" no.J39¢116-120 163, (MIRA 18s4)
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AGADZHANYAN, N.A,, mayor meditsinskoy sluzhby, kand.med.nauk; ABAYEY,
_ D.V.y podpolkovnik meditsinskoy eluzhby o

Decompression disorders under conditions of dacreased atmospheric
pressure, Voen,-med, zhur, no. 1:58-62 Ja 160, (MIRA 14:2)
(DECOMPRESSION SICKNESS) (ATMOSPHERIC PRESSURE~+PHYSIOLOGICAL EFFECT)
"~ (AVIATION MEDICING)
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ISMAYLOV, I.M.; ABAYXV, G.N,

Regulating "hyperflov® conveying systeas. Sbor,trud Asi1l B
10.28318-32h Ag '58. (MIBA 32:6)
(C?nveyiigmchinery)
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5.1180,10.2000 (o3
SOV /045-00-3-7/19

AUTHOR: Abayev, G. N,
—— S

TITLE: Concerning, the Caloutation of Lhe Consumption of
Solids During Pneumatic Con.eying

PERIODICAL:
Khimiya i tekhnologiya topli. i mascl, 1960, Nr 3,
pp 28-35 (USSR)

ABSTRACT: A lincar relation was cstablished betwecnr loss of poten-
tlal energy and consunption of solid material during
pneumatic conveying.

A (i\ I ".“1} l"c)
= 2208,

Where

e Wa g ) 2
K- li',‘l+;')+ Dpe "

The following notations were used: G is the amount of
circulating solid particles (kz/nr or ke/see); P ois
Card 1/5
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Concerning the Calculation of the Con- 77934 i
sunption of Solids During Pneumatic S0Y,/%5-60-3-7/19
Conveying

)
pressure drop in conveyor (kg/m®); K is coefficient
dlmen ionless); { is censumption of transporting agent

(mj/hr or mj/sec)' W(r is linear velocity of gas in con-
veyor (m/scc); W is velocily of D”PtiClC‘ in con-

veyor (m/sec); 1 is distance between samplings of
dif'fmanometric impulses (m): £ is frietion factor

(dimensionless); o is accevleration ot particle (m/ /329
Dt is diameter of transporting pirpe=tiae (m); :
15 aver m;v concent rabion of solid prataycieg

bed (kg/m” ) W is veloeity of particl.

\1 is the deHhL ot particlen ot oopivan

.

et lorng

15 Lhe ceross scetion off transport pipr—i,i_z;u (m )
) 3 i .

7' i the apprrent surface off colid vpt feio:s

o cictanee coeffMicient;
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Concerning the Caleulatlon of the Con- 1934
swaption of Solids During Pneumatic 50V /65-00-3-7/19
Conveying

working conditions (kg/m”): d is viseosity of the Lranc-

ry -y
porting gas (keg/scee” /m”); K, is coefficient K found
experimentally; Kt ig Lheorelical coelficicnt; g is

¥ -

acceleration of free fatl (p = 9.8 m/uee™). Pro-
servition without chanpe of the rollowing Lhree delermi-
ning factors ls anecessary condition "of similarity of
the r'luidized bed Clow:

W v
i E D

It is inadmissible to appiy the K data without consid-
ering the similar conditions., The range of the aceel-
eration zone established ecxperimentally for microspheres,
sand and pellet catalysts in the range of transporting
gas linear velocity of 7-70 m/sec never excecds 2-9 m.
The instant consumption " the solid particles can ue
found by experimental-analytical method from “he valus
of the potential energy loss of the gas flow £\ P.
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santbion of Solido Duving Pneumatic
Concering

Conicerning the Calculation of the Con-

(a) In the case a g e
& D

(1.9., the diffmanometric measurements of pressure are
located above the acceleration zone).

. AP .
O = T ‘r‘—‘
(57

g, 2Ny,
WwhoF
(b) In the case LN “‘I!:El_""f 0.

K:::'-

&
nnder industriad conditions, the swrgented motiod Ao, o
. used for delermining solid particles' consumption s
Corred /4/5 I'ractional compositicn of the circulatinge solid et oo
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Concorningtthe Caleulation of the Con- 17934
sumption of Solids Durlig Pnoumat Le 50Y/05-60-3-7/19
Conveying

o (W DR iy

I -
i,

For continuous control g and w,) the Sugisested method can
t

be used or the desining o digital computery,  In
the cace Myt 1t 0o necescary to determine

0,
Iﬂ’::

limitless cootflicient K from some other conditions
(thermal balance, for etiample in order to find G from

AP, There are Qotaktes; 3 Cigarea; and 10 referencen
¢ Soviet, 3 U.S. The U.S. references are: Danicls,
e

Refiner, 435 (1940); lHurin, Moiutad, IEC, 41, Nr &, 1148
(19%9); vogt, Wite, IEC, 40, N9, 1738 (1948).
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ABAYEV, G.N.; GUSMAN, T,Ya,
Determination of the rate of the beginning of fluidization
of some catalysts, Khim.prom. no.11:796~798 N '62, (MIRA 16:2)
(Fluidization (Catalysts)
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DALIN, M,A., akademik; LOBKINA, V.V,; ABAYEV, G.N.; SEREBRYAKOV, B.R.;
PLAKSUNOVA, S.L. E—

Production of acrylonitrilé based on propylene and ammonia.
Dokl,AN SSSR 145 no,5:1058-1060 '62, (MIRA 15:8)

1. AN Azerbaydzhanskoy SSR (for Dalin).
(Aarylonitrile) (Propene) (Ammonia)
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DALIN, M.A.; SEREBRYAKOV, B.R.; MANGASARYAN, N.A.; ABAYEV, G.N.; _
VALLERSHTEYN, A.S. ALEV, Galed..

Synthesis of acrylonitrile by oxidative ammonolysis of propylene
in e fluidized catalyst bed. Azerb,khim.zhur. no,4:28-33 165,

_ (MIRA 18:12)
1. VNIIolefin. Submitted August 16, 1964,
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_ABAEEV, G,

Basic criterial equations and criteria of chomical kineotics,
Zhur, prikl, khim, 38 no.,10:224212252 0 '65. (MIRA 18:112)

1, Submitted Febr, 27, 1964.
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NAUMETS, Nikolay Ivrnovich, ispolnyayushehiy obyazamnosti prof.
kand. tekhn. nauk; ZEIRKCVICH, Sergey Vladimirovich,
ispolnyayushchiy obyazannosti prof. kend. tekhn. nauk;
ABAYEV, I,1., inzh.; PERCHENKO, A.G., st. pepod,;
SHABANOV, A.D., dots., kand, tekhn, nauk, retsenzent;
YUSTINSKIY, E.A., inzh., retsenzent; ANTONOV, V.P.,
tekhn. red,

[Hoisting machinery used in building) Gruzopod®emnye
stroitel'nye mashiny. 2-ia chast' posobiia po kursu
stroitel'nykh mashin. Kuibyshev, Kuibyshevskii inzhe-
nerno-stroite, in-t, 1962, 416 p. (MIRA 17:2)
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ABAYEV, M.I.; KORNFEL'D, M.I,

Measuring the internal friction in solids, Prib, i tekh,
eksp. 9 no.2:150-152 Mr-Ap'6i. (MIRA 17:5)

1. Institut poluprovodnikov AN SSSR.
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ABAYEV, M.i.
- Device for measuring the normal mode and damping constants
of oscillatory systems, Prib. i tekh. eksp., 9 no,2:153-
155 Mr-Ap'64, . (MIRA 17:5)

1. Institut poluprovodnikov AN SSSR.
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ACCESSION NR: AP4033137 5/0120/64/000/002/0150/0152
AUTHOR: Abayev, M. Li Korafel'd, M. 1.

TITLE: Measuring internal friction in solid-state hodies

SOUﬁCE: Pribory* { tekhnik; eksperimenta, no, 2, 1964, 150;152

TOPIC TAGS: friction, solid body internal friction, internal friction
measurement, internal friction electrostatic measurement

ABSTRACT: A new electrostatic method for measuring internal friction is free
from two shortcominge of the techniques used heretofore: cementing the specimen
to the vibrator and electric contact with the specimen. The 16x5x1-mm
specimen rests on two 0.07-mm glass filaments whose ends are welded to a glass
disk (see Enclosure 1). Four Pt eiectrodes are cathode-sprayed on the disk
surface. Two inner electrodes are intended for generating cantilever vibrations
in the specimen by an electrostatic field; two outer electrodes, for measuring the

Cord 1/3
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ACCESSION NR: AP4033137

vibration amplitude by a variation of capacitance between these electrodes and the
specimen. The device permits measuring the internal friction (from 10"° and
higher) in the kec range, within 100-600K, by attenuation of the specimen's free
vibrations. '"'The authors wish to thank V. V. Sokolov who built the mechanical
part of the device." Orig. art. has: 5 figures and 1 formula.

ASSOCIATION: Institut poluprovodnikov AN.SSSR (Institute of Serniconductors,
AN SSSR)

SUBMITTED: 09Apr63 DATE ACQ: 11Mayé4 ENCL: 01

SUB CODE: SS ' NO REF §0V: 001 . OTHER: 004
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Device for measuring internal friction
in solid-state materiala .
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ACCESSION NR: AP4033138 5/0120/64/000/002/0153/0155
AUTHOR: f_ygqu,_y. 1.

TITLE: Instrument for measuring the natural frequency and attenuation ratio of
oscillatory systems

SOURCE: Pribory* i tekhnika eksperimenta, no. 2, 1964, 153-155
TOPIC TAGS: natural {requency, frequency measurement, attenuation

measurement, mechanical system frequency measurement, mechanical system
attenuation measurement

ABSTRACT: A new digital electronic instrument is briefly described which ie
intended for precision measurement of the frequency and attenuation of quarts
standards, tuning forks, and other mechanical Systems. The measuring range is
10-30 kc with errors of +0.005% and = 3%, respectively, The frequency is
determined by counting the number of cycles over a standard time interval. The

Cord 1/2
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attenuation is determined by the number of cycles corresponding to a decrease in
the amplitude from one set value to another, Vibrations in the test Specitnen are
set up electro-tatically; a capacitive sensor is used to detect them, The
instrument is used as part of an outfit for Mmeasuring internal friction in solid-
state bodies. Orig. art, has: 2 figures and 2 formulas,

ASSOCIATION: Institut poluprovodnikov AN SSSR (Institute of Semiconductors,
AN SSSR) _

| SUBMITTED: 09Apr63 . DATE ACQ: 11Mayé4 ENGL: 00

'SUB CODE: g ~ NOREFsOv: 001 OTHER: 002 '
! l . S
. ~

~
\
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L 885066 BT (3)/B4T (m)/EPF(n)-2/1/BAP(8)/BIP (DY /BaA(e) _ Ispe) omlee.

ACC NR: AP5022728 SOURCE CODE: UR/0181/65/007/009/2809/2815
N T &7
AUTHOR: Abayev, M. I.; Kornfel'd, M. I, 3

' q4Y, 5T
ORG: Institute of Semiconductors AN SSSR, Leningrad (Institute poluprovodnikov AN
SSSR)

TITLE: Pore formation during decomposition of solid solutions of bivalent ions in
sodium chloride

SOURCE: Fizika tverdogo tela, v. 7, no. 9, 1965, 2809-2815

TOPIC TAGS: sodium chlox'.{d\_s‘).:]ught scattering, solid solution, crystal impurity,
‘crystal structure, tal defect g .
: Y §

ABSTRACT: The process of pore formation durié decomposition of solid solutions of
Me2” ions in NaCl is studied. Single crystali¥pecimens with the following impurities
were used: BaCl,, SrCl,, CaClz, CoCly, NiCl,, MnCl,, CdCl,, ZnClz; and PbCLl;. A pho-
tomicrograph is given of a crystal with an admixture of BaCl;. "Rods" lying along
the <110> axis arc clearly visible, although some of them are at a slight angle to
this axis. These "rods" veach a length of 10-15 u with thicknesses up to 1 y. Quench+
ing from 700°C completely eliminates these "rods" which indicates that they sppear
during decomposition of the solid solution. It is assumed that these cbjects are
pores. While there were no visible pores in the other crystals studied, light scat-

Card 1/2
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tering experimants indicate that ths is because their dimensions lie below the re-
solving power of the microascops. These light scattering experiments are described
“together with a brief explanation of the equipment used. The specimens were cylinders
10 mm in diameter and 15 mm long with polished ends. Scattering patterns are shown
for some of the specimens with the light incident at various angles. Scattering pat-
—terns--for-the-NaCl-SrCly-specimen-are-givin-as-a-function-of-annealing -time—at—340°C,-
A curve is glven for intensity of scattered light as a function of temperature in the
specinen containing strontium chloride. It is shown that pores are responsible for

" the scattering patterns. Subsequant experiments showed that large pores are formed
by protracted annealing near the temperature corresponding to maximum scattering.
Analysis of ths experimental data shows that crystals with admixtures of BaCl,,
CaClz, SrClz, CoCl; and NiCl; form pores along axes <110>, while those with CdCi, and
MnCl; form pores along axes <100>. The pores formed by decomposition of solid solu-
tions of lead and zinc ions are small and their shape is uncertain (the scattering
pattern is a circle). Sharp spikea on the patterns indicate that the pores are con-
siderably longer than a wavelsngth of light, however they must be considerably smal-
ler in diaweter thun a wavelength of light since they are invisible under the optical
microscope except for the case noted above. Orig. art. has: 10 figures, 1 table.

SUB CODE: 20/ - SUBM DATE: 23Apré5/ ORIG REF: 001/ OTH REF: 00N

FAR,

ZITACC-NR—AP5022728 — —————— S (f,“ g
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ABAYEV, Noybat Abayevich; SHNEYER, M.S., red.; IVGNT'YEVA, G.A.,
7" tekhn, red. .

[Davelopment of cotton growing in Soviet Turkmenistan) Raz-

vitie khlopkovodstva sovetskogo Turkmenistana, Ashkhabad,

Izd-vo AN Turkm, SSR, 1963. 167 p, (MIRA 16:11)
(Turkmenistan—Cotton growing)
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"/ SHUMAKOV, V,F,, inshener; PRASOV, M.M., inshener; AB?Am_uninihih&"pi”
trudu; VOL'PITER, E,V., inshener-tepletekhnik; MALAFHOVBXIY, L,A,; MIKHNO,
B,P,

Mechanizing slag remeval from slag pockets in open-hanrth furnaces,Metal-
lurg no,9:14-19 S 'S6, (MIRA 9:10)

1,Starshiy inshener teknicheskoge otdela Metallurgicheskege saveda imeni
Voroshileva (for Malakhovekiy). 2.Starshiy kenstruktor proyektnege etdela
Metnllurgicheskege zavoda imeni Voreshilova (fer Hikhnog. .
(Metallurgical plants--Bquipment and supplies)
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AUTHOR:
TITLY:

PERIODICAL:
ABSTRACT :

Card 1/

- fevsn » v B
Abavev, V, M. {Chler of tie Bureau o Rate Settiry of

Open-Hearth Shop Nr 2)

.[:‘Jt.ent tal Increase of Labor Prodistt-liy 1ty Onee .
Hourth Sthon T

Metaliurg, 1960, Nr 1, pp 2Z-24 (USSRK)

Q ol a «
Finfi 19)03 steel output at Maynltogors: Merail irgical
JombLne (Magnitogorskly metalurgichesitiy kombte.
worker increased by B54%. The DrOSress wus aobic
. ol b . v LML TS et E
aresult of: (1) converting open-hiearth furn
?gaium chromide roofs; (2) change of furrace
L 2) Increaseing charge ard ladle sive; (4
Tanagement at stockyard and pourling bay; ‘
v0 mazut firing (petroleum residuc used .o
©) using high<aluming brieck for checkor o
rerenevgtor size; (8) mechanization ot Jdeoxidiver
(9 mechanization of closing tap kole: (10) pouries
from large ladle with two storrers; (1ii) Thrroven
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Potgnui;. Lepease of Labor Proluctiy
e Opan-ton vy Snop

charging machine; (12) using e
dstribution of' steel in tie
legot mold volume frow 1.3

of foreman I. N. Kutnyy and
itkhin, & slag pocket spraver :
1ng bay eliminating rour workers.
A. 1. Kurochkin and electrictan A
that the service area for electr
extended, reducing the number of

[V}

RN 7 el
-

'

v oargthe decrouse of
Steel output irncroase

13 1lilustrated in

Steel output per woek

Ve

TR N
Ton

ASSOCIATION: Magnlitogorsk Metallurgical Combine (Mugotropor ooty
retalurglchesikiy kombinat) A

Cavd
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ABAYEV, Yu,l,.; BOGUCHARSKOV, V.T.

Conditions for the survival of young roacnhes (":%:1us rutilus
beeckeli) in tha Beysug l3msn and methods of imrvoving the

affiziency ca the Beysug Fien Spawniag and Rearing Farm, )
Trudy (2HIIRKH no.6:119-125 1'€3, (MTRA 17:8)
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ABAYEV, Yu,I,; KRYLOVA, A.G,

Feeding habits of young roach {Rutilus rutilus heckeli) in the
Baysug spawning ground and liman. Trudy AzNIIREH no.6:127-131

163, (MIRA 17:8)
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Cracking of high molecular hydrocarbons from the
Romashkinsk crude oil using & natural alumino-
silicate catalyst., (Cont,)

are given in Tables 4 and 5., Structural characteristics
of individual groups of hydrocarbons (in %) - components
of asphalt free starting material and its cracking
products are given in Table 6., The composition(in wt %)
of both starting materisls and their cracking products
is given in Table 7. ? tabtles and 12 references,

7 of which are Russian,
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85-2-8/12
The Cracking of Individual Groups of Hydrocarbons of Romashkinsk
Goudron in the Pressence of Natural Aluminosillcate Catalysts.

with an activity index equal to 18.5 at a temperature
of 450°C in a mixture with n-pentane (ratio 3:1).
Table 2 gives the ochemical composition of the deasphal-
ted goudron and its fractions and Table 3 the chemloal
composition of the cracked petrol; tables 4 and 5 the
properties of the fractions obtailned after the erack-
ing of individual components of the deasphalted goudron
at 200 - 350°C and 350 - 450°C respectively. The proper-
ties of the cracking residue boiling above 450°C are
shown in Table 6. The highest degree of decomposition
under catalytic cracking conditlons was observed in the
heavy paraffin-naghthenic hydrocarbons which had a com-
plex structure. he degree of adsorptlion of these para-
ffins on the surface of a catalyst is high, and they do
not poison the ocatalyst which can be further used for
the kerosene gas oil fractions. There is also a high
degree of decomposition of the light aromatic hydro-
carbons, but the surface of the catdlyst is poisoned by
the hydrocarbons used as starting material, and also
by the kevrosene gas oll fractlons, which leads to a
! decreased formation of cracked petrol and of the gas.
! The 1light aromatic hydrocarbons undergo the highest
Card 2/3 degree of comversion. The main characteristic of the
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ASSOCIATION:VNII NP.

AVAILABLE:
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65-2-8/12

e Presence of Natural Aluminosilicate Catalysts.

decomposition of high-molecular compounds are the
splitting off of the side chains, the rupture of the
aliphatic chalns, the rupture of the sulphur - and
possibly other 1inks, which 1is followed by a decomposai-
tion of the formed middle fractlons. The dehydro-
genation of the naphthenic ring 18 clearly shown, but
{s of no great importance. As a result of this reaction,
middle and heavy aromatic hydrocarbons are formed which
possibly partly undergo condensation reaction with a
formation of ashphaltenes and coke. During the crack-
ing of the paraffinic and 1light aromatic hydrocarbons
the hydrogen atom 1s transferred. When highly aromatic
or tar rav miterial 1s used the surface of the catalyst
is blocked, and & very weak reaction 1s observed.
Results of investigations sho¥ clearly that it is advan-
tageous to use selective catalytlc processes for the
treatment of high molecular crude petroleum raw material.
The processing of the residual fractions on natural
catalysts should give high yields of keroscne_gas oll
fractions. There are 7 Tables and 1 Busslan Reference.

Library of Congress.
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50V/81-59-15-54832
Translation from: Referativayy zhurnal, Khimiya, 1959, N 15, p 423 (USSR)

"‘AUTHORS : Agafonov, A.V,, Abayeva, B,T,, Okinchevich, N.A,
v
“TCITLE: The Catalytic Cracking of High-Molecular Petroleum Raw Material on U
Natural Catalysts as a Possible Source of Raw. Material for the Production
of 0ils

PERIODICAL: Tr. Vses, n.-i. in-ta po pererabotke nefti i gaza 1 polucheniyu iskusstv,
zhidk. topliva, 1958, Nr 7, pp 181 - 202
. . . . R v,
ABSTRACT: The resulis of research work on the problem of rational prooessing of the
high-molecular part of petroleum to engine fuel and lubrication oils are
laid down, Ample material on the analysia and the material balance
of products of cracking of petroloum, mazut and asphalt petroleum on °
natural Al-Si catalysts is: presented, The oxperiments were oonducted at
450°C, the velume rate of the raw material of 1.0 per hour, a frequency
of the civculation of the catalyst $:1.. The fraciibns boiling at up to-
200, 200 - 350, 350 - 450°C and the. residue were subjected to dedalled. .- |
analysis, It has been established that under these conditions the '
Card 1/2 asphaltenes and resinous substances as well as medium and light aromatic
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The Cantalytie Craocking of High-Moleoular Petroleum Raw Material on Natural Catalysts
as a Possible Source of Raw Material for the Production of Oils

compounds, naphthene and paraffin compounds are transformed by 85 - 90%. The principal
direotion of the decomposition is the rupture of the side chains, the desomposition of
the isoparaffin and paraffin hydroocarbons, the rupture of.the naphthene rings and the
dehydrogenation of bi- and polycyelie hydroaromatic hydrocarbons. The fractions

350 -~ 4500C eontain up to 35% naphthene, isoparaffin and light aromatic hydrocarbons
suitable for the production of commeroial olls. The process is strongly affected by
the presence of low-boiling components in tite initial raw material, In the cracking

of petroleum the components boiling 2 4509¢ are transformed in the most intensive
manner; the fractions boiling <350°C are little affected.

S. Rozenfel'd
l/'
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S0V/68-58-11-14/25
Vorozhtsov N.N., Corresponding Member of the Academy of
Science of the USSR, Doctor of Chemical Science,
Lisitsyn V.N,., Candidate of Chemical Science, Agafonov A.V.
and Krasivichev V.V,, Candidates of Technical Science,
and Abayeva B.T., Candidate of Chemical Science
Iransformation of Higher Homeclozues of Phenol into Lower
Ones (Prevrashcheniye vysshikh gomologov fenola v
nizshiye)

PZRIODICAL: Koks i Khimiya, 1958, Nr 11, pp 4%2-47 (USSR)
ABSTRACT: The results of an investigation on the dealkylation of

Card 1/3

technical xylenol with simultaneous alkylation of benzole
in a pilot plant of the All-Union Scientific Research
institute of the Petroleum Industry in which bead

aluninosilicate was used are described. This was a

continuation of the previously published work (Ref 1) on
the transformation of xylenols (on interaction with
benzole) into phenols and cresols on cracking under mild
conditions on an aluninosilicate catalyst. The experi-
mental plant used (Fig 1) is outlined. It was established
that on passing xyleonol in mixture with benzole
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S0V/68-56-11-14/25
Transformation of Higher Eomologues of Phenol into Lower Ones

(1 s 3.65 by weight) over aluninosilicate catalyst at
temperatures in the range 300-400°C and volume velo-
cities of 0.42-1.47hr-1, up to 605 (on weight of starting
xylenol) of phenolic compounds (phenol, o-, m- and p-
cresols, xylenols)including 20-22% of phenolic-cresolic
fraction, are obtained. Simultaneously 11-19% of benzene
homologues with a boiling temperature of 100-1859C and
13-18% of neutral compounds with boiling temperatures
above 1850C are formed. §-25% of coke is deposited on
the catalyst. The influence of the temperature of the
reaction,; the volume velocity of reactants (Table 1),
additions of water vapour and various proportions of
benzole (Table 2) on the transformation of xylenol and
changes ir the activity of the catalyst with time of
operation (Table 3) were established. It was found that
at tempgratures 300-320°C and volunme velocities 0.92-
1.47hr-L more phenolic-cresolic fraction and less of
neutral compounds and coke on the catalyst is obtained

Card 2/3 (taking into consideration the transformation of xylenol).
At 3000C and a volume velocity 0.92hr-1 330kg of

\
i
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Transformation of Higher Homologues of Fhenol into Lower Ores

phenolic~cresolic fraction and about 200kg of benzene
homologues with a boiling temperature 100-1850C can be
obtained from 1 ton of xylenol.

There are 3 tables, 3 figures and 6 references (4 Soviet,
1 English and 1 German)

ASSOCIATION: MKnTY 4m. D,I. Mendeleyeva, VNII NP
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S0V/65-59-4-4/14

AUTHORS: Agafonov, A.V., ‘;}lg_gy_e_va, B.T., Andreyeva, A.5.,
Eygenson, A.S., antor, lI.1. and Ivchenko, Ye.G.

TITLE: Catalytic Cracking of Crude and Hydro-Purified Vacuum
Gas~0il from Arlan. . Petroleum (Kataliticheskiy kreking
iskhodnogo i gidroochishchennogo vakuumnogo gazoylya
arlanskoy nefti)

PERIODICAL: Khimiya i tekhnologiya topliv i masel, 1959, Nr 4,
pp 18-24 (USSR) :

ABSTRACT: Vacuum gas~-oil from Arlan. petroleum conteains 3.2%
sulphur compounds, 0.11% nitrogen compounds and 24%
tarry substances; these quantities are larger than
the corresponding quantities in heavy gas=-0il from
Tatarfya and Bashkiriym petroleums. These components
block the active surface of the catalyst during
cracking, prevent the access of hydro-carbon molecules
and therefore decrease the degree of conversion of the
crude material. Considerable amounts of coke are
deposited on the catalyst which inhibits secondary
reactions and leads to decreased yields and inferior
quality end-products. Hydro-purification was carried

Card 1/5 out on a continuous apparatus in the VNII NP by
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SOV/65-59-4=-4/14

Catalytic Cracking of Crude and Hydro-Purified Vacuum Gas-0il from
Arlan . Petroleum

N.A.Chepurov and R.N.Yudinson; a stationary aluminium-
cobalt-molybdenum catalyst was used at 380°C, a pressure
of 50 atm and space velocity of the supplied crude
material of 0.7 hour-1l, The properties of the starting
material and of the hydro-purified vacuum gas-oil are
tabulated (table 1). The octane number of the end
product was appreciably higher then when using
fractional distillation (58.5 as compared to 41,0)

and contained considerably less sulphur (0,013 as

against 0.17%). The properties of the gas-oil fractions
are listed in table 2. Cracking experiments of both

the crude and hydro-purified vacuum gas-oil were carried
out on a pilot plant with a synthetic bead catalyst at
temperatures within the limits of 430 to 520°C,
atmospheric pressure and a space velocity of 0,65 to 1.5,
calculated on the volume of the catalyst per hour. The
ratio of the catalyst to the crude material was constant
in all experiments and equalled 5:1 (table 3). Optimum
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SOV/65-59-4k-4/14

Catalytic Cracking of Crude and Hydro-Purified Vacuum Gas-0il from
Arlan. Petroleum

yields of petrol were obtained at temperatures between
450 and 475°C when the optimum space velocity of the
supplied raw material was within the limits of 1.0 to
0.65 hours-1l, The hydro-purified vacuum gas-oil

could more easily be processed; an optimum yield of
light components at the same space velocities was
achieved at 50 C. The authors concluded that the
presence of a considerable quantity of light fractions
boiling up to 350°C (37.6 as against 19.4%) influences
the yield of the light components, The optimum yield
at this temperature reached 66 to 67% by weight as
against 58 to 59%. Results of the cracking experiments
indicate (Fig 1) that the hydro-purification of the crude
(by separating thetarry substances, metals, sulphur and
nitrogen) improves the process conditions and also the
yields and properties of the cracking products (compare
table 4). The gasoline obtained by this process is leas
unsaturated, contains more aromatic compounds and has
higher octane numbers (80 to 81.5 as compared to
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SO0V/65-59-4-4/14

Catalytic Cracking of Crude and Hydro-Purified Vacuum Gas-0il from
Arlan Petroleum

77.7 to 80.7) (Fig 2). A lower content of unsaturated
compounds renders the gasoline more stable., 1Its
induction period exceeds 600 minutes. The light
catalytic gas-oils, obtained during the cracking of
hydro-purified crudes, show improved properties. Their
cetane number is 34 to 38 (as against 30 to 33) and they
contain 0.21 to 0,38% sulphur (as against 2.6 to 3.3%)
(Fig 3). These light gas-oils can be used directly as
components of diesel fuels. The heavy catalytic gas-oilec
(fractions boiling above 350°C) can be used for the
production of lubricating oils or re-used as recycles.
In both cases 2 to 3% of the tarry (tail) fractions have
to be separated. The gaseous hydrocarbons produced
by this process are of interest as starting materials
for petro-chemical syntheses. The influence of the
temperature on the ratio of unsaturated and saturated
Card &4/5 hydrocarbons in gaseous reaction products, and on the

APPROVED FOR RELEASE: 04/03/2001 CIA-RDP86-00513R000100110012-5"



"APPROVED FOR RELEASE: 04/03/2001 CIA-RDP86-00513R000100110012 |

Y PR

SOV/65-59-4-4/14
Catalytic Cracking of Crude and Hydro~Purified Vacuum Gas-0il from
Arlan: Petroleum

content of unsaturated hydrocarbons in the gas, is

shown in a graph (Fig 4). There are 4 figures,
4 tables and 2 English references,

Card 5/5
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S50V/65-59-4-7/14
AUTHORS ¢ Agafonov, A.V,, Soskind, D.M., and Abayeva, B.T.

TITLE: The Operation and Methods of Reconst;GZ?TBE*BT"CEfBlytic
Cracking Plants Where Bead Catalysts are Used (Opyt
ekspluatatsii i puti rekonstruktsii ustanovok
kataliticheskogo krekinga s sharikovym katalizatorom)

PERIODICAL:Khimiya i tekhnologiya topliv i masel, 1959, Nr 4,
PP 34-44 (USSR)

ABSTRACT: Investigations were carried out in the VNII NP which
made it possible to work out conditions and make
recommendations for the manufacture of high quality
petrols. Heavy distillates, boiling at temperatures
between 300 and 500°C. can be used. The process is
carried out in one stage and, therefore, the efficiency
of the plant increased by 30 to 35%, The properties of
the gas-0il fractions of Romashkayas  petroleum are
given in table 1, It can be seen that the heavy crudes
differ from the kerosine-gas-oil fractions by their high
boiling and solidification points, by their high content
of tar, sulphur and aromatic compounds as well as by

Card 1/3 appreciable content of polycyclic aromatic compounds,
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The Operation and Methods of Reconstruction of Catalytic Cracking
Plants Where Bead Catalysts are Used

asphaltenes and metal salts. Varicus investigations
carried out in the Novoufimka . plant during 1954 to

1955, and modifications of the plant carried out at the
time, are discussed in detail. The reconstructions,
carried out at present, aim to increase the efficiency

of the plant 1.5-fold (first modification) and 1.7-fold
(second modification) without altering the principal
layout of the plant. A further reconstruction is to
achieve a considerable improvement in the conversion
process which will increase the efficiency of the

plant by 100% (third modification). The first
modification is based on recommendations made by the
authors, the Novoufirmka factory Giproneftemash and
Giproneftezavod, This type of reconstruction was carried
out on one plant of the NUNPZ and three plants of the
Salavatskiy factory. The various modifications are
listed in a table on page 40 and the most important of
these discussed in detail, Table 2 shows the improvements
achieved during 1956 to 1957 and the first nine months

of 1958 in various plants where the recommended
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The Operation and Methods of Reconstruction of Catalytic Cracking
Plants Where Bead Catalysts are Used

reconstructions have been carried out. The second
modification was recommended by GrozNII and
Giproneftezavod and the third by VNII NP and
Giproneftemash., The lay-out of the last plant is given
in Fig 3 and the authors suggest that this last
modification should only be incorporated in newly-
erected plants. There are, however, various drawbacks

e.g. the circulation time of the catalyst is rather low,
the generator is not completely efficient, the cooling
pipes of the regenerator are unsatisfactory and this
leads to an increased catalyst consumption. There are
3 figures and 2 tables,
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P> PHASE I BOOK EXPLOITATION 80V/4659

Osnovy tekhnologii neftekhimicheskogo ninteza (Pundamentals of 8ynthesis Technology
in Petroleun Chemistry) Moscow, Gostoptekhizdat, 1960. 852 p. 3,800 copies
printed.

Eds.: Dintses, Arkadiy I1'ich, Professor, and Lev Aleksandrévich Potolovskiy,
Professor; Executive Ed.: L.A. L'vova; Tech. Ed.: E.A. Mukhina.

PURPOSE: This book is intended for engineers and chemists of petroleun refineries
and chemical plants, for councils of the national economy, planning organizationsg
and scientific research institutes engaged in chemical processing and large-
scale utilization of petroleum stock for the production of synthetic products.

GOVERAGE: The book describes important commercial methods of producing hydrocarbon
petroleum and gas stock and coal stock for the manufacture of alcohols s 8ldehydesg
ketones, acida, detergents, synthetic fibers » and synthetic rubber. Flow sheets
are included, and the basic equipment of the petrochemical industry is described.
The physicochemical properties and use of intermediate and end synthetic products
are also described. The state of the petrochemical industry outside the USSR
aad prospects for its develogment are covered. Ko personalities are mentioned.

c seﬁﬁnces follow each chapter.’
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Fundamentals of Synthesis Technology (Cont.)
TABLE OF CONTENTS:

Foreword

Ch. I. Development of Petroleum Refining and Petrochemical Processing
I. From straight-run distillation of petroleum to the petrochemical
industry (rav materials for the manufacture of petrochemicals
[A.I. Dintees]
II. Petrochemical processing industry abroad [L.A. Potolovskiy)

Ch. II. Processes of Rav Material Production for the Petrochemical Industry
~ [B.T. Abayeva and A.V. Agafonov]
I. Destructive disivillation of petroleum, the main source of raw
materials for petrochemical processing
II. Thermal cracking '
Pyrolysis of hydrocarbon gases and liquid petroleum products
1. Chemical nature of the pyrolysis process
2. Pyrolysis of liquid raw materials
3. Pyrolysis of geseous raw materials
4. Tube heaters for the pyrolysis process
IV. Cooking of petroleum residue
V. Catalytic cracking of petroleum products

Card-2/22
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»

Fundamentals of Synthesis Technology (Cont.) SOV/4659

l. Development of the catalytic cracking process
2. Chemism and kinetics of the catalytic cracking process
3« Effect of basic parameters of catalytic cracking on yield of
desired products
4. Hydrocarbon composition of 1iquid cracking products
5+ Composition of catalytic cracking gases
6. Yield and quality of products obtained by cracking on micro-
spheric catalysts
T. . Catalytic cracking of residual types of stock
VI. Catalytic aromatization of gasoline fractions
1. Development of the aramatization process
2. Chemical conversions of hydrocarbons in the aromatization
process .
3. Industrial development ~f the catalytic reforming process
VII. Prospects of uiilizing products of destructive processes of
petroleun refining for the petrochemical industry

Ch. III. Refining Processes of Hydrocarbon Gases for Acetylene and
Hydrogen Manufacture :

Card<3/21
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AGAFONOV, A.V,; ABAYEVA, B,T.; OKINSHEYICH, N.A.

Distribution of sulfur in the cracking products of heavy charge
stooks, Khim.sera-i asotorg.soed.sod.v neft.i nefteprod. 3:183-192
60, ' (HIRA 1426)

1, Veesoyuznyy naunchno-isaledovatel'skiy institut po pererabotke
nefti 1 gaza i1 polucheniyu inkusstvennogo shidkogo topliva,
(Petrolewm products) (Sulfur organic compounds)

APPROVED FOR RELEASE: 04/03/2001 CIA-RDP86-00513R000100110012-5"



"APPROVED FOR RELEASE: 04/03/2001

e e e e T

CIA-RDP86-00513R000100110012-5

$/065/63/000/001/004/005
E075/E436

AUTHORS : Morozov, V.I,, Agafonov, A.V., Abayeva, B,T.,
Ryabov, V.A., Karpenko, L.P,, Gilyeszetdinov, L.P.

TITLE: * The preparation of feedstock carbon black in thermal
cracking units

PERIODICAL: Khimiya i tekhnologiya topliv i masel, no,l, 1963,
39-42 '

TEXT: A threecfold increase in the production of carbon black is
scheduled in the current ?7?-year plan, New feedstocks suitable for
conversion into carbon black are therefore required to supplement
green and anthracene oils used at present, Catalytic gas  oils and
lubricating oil extracts (phenol extracts) were subjected to thermal
cracking to produce oils suitable for the production of carbon
blaclk, The cracked oils (43.5, 36.0 and 54,4% yields of the
feedstock for light gas oil, heavy gas oil and phenol extract
respectively) contained from 70 to 80% of aromatic hydrocarbons,

of which at least 50% were heavy aromatics. The cost of these
oils was about half that of green oil and a quarter of anthracenes
oil, The yields of carbon black from the oils ranged from 47 to
Card 1,/2
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MORWOV, Volo; AGAF(WOV’ AoVo; ABAYEVA’ B.Tl; KARFUI‘KO, L."‘.

Resulis of the industrial adop*’sn of the producticn of orude
for carbon black in thermal cracking devices, Neftaper, i
neftekhim. no,4s18-21 *63 (MIRA 17:7)

1. Maskiy nefteparerabatyvayusbohiy savod i Vsesojumyy nsuch=

no~issledovatel'skiy inatitut po porerubotke nefti 1 gazn i
polucheniyu iskusastvennogo shidkogo toplivu,
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GOMSALES, A.A,; KURGANOV, V.M,3 AGAFONOV, A,V.; ABAYEVA, B,T.;
POIETAIEV, V.B.; VIV'YER, A.S‘; RUvaCH, M‘A.; BEI‘YAYEVA’ Z.G.;
RUTMAN, G.I.

" Results of redssigning an industrial catalytic-oracking device,
Nefteper, i neftekhim, no,9:6-10 163, (MIRA 17:8)

1, Salavatskiy kombinat i Vsesoyuznyy nauchno-issledovatel!skiy
institut po pererabotke nefti.

APPROVED FOR RELEASE: 04/03/2001 CIA-RDP86-00513R000100110012-5"



AGAFONOV, A.V.; ABAYEVA, B.T.; CKINZHEVICH, N.A.

[EER—E S

Catalytic cracking products for petrochemical syntheses,
Trudy VNIT NP no. 9:127-51 163, (MIRA 17:6)
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ABAYEVA, B,T.; AGAFONOV, A.V.; GILYAZETDINOV, L.P.; GYUL'MISARYAN, T.G.;
--~———Z0UYEV, V.P.; MOROZOV, V.I.

Testing thermocatalytic gas oil in the production of furnace black,
Nefteper. i neftekhim, no.12:17-19 1'63. (MIRA 17:4)

1, Vsesoyuznyy nauchno-issledovatel'skiy institut po pererabotke
nefti i Nauchno-issledovatsl'skly institut shinnoy promyshlennosti,
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§/065/63/000/001/004/005
The preparation of feedstock ... E0?75/E436

56.7%, which compares woll with the yields from green oils, The

carbon blacks satisfy the ["OCT 7885-56 (cosT 7885-56) ‘

specification, There are 1 figure and 4 tables, u///
~

ASSOCIATION: Omskiy Neftepererabatyvayushchiy zavod VNII NP
(Omsk Refinery VNII NP)

Card 2/2
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AGAFONOV, A.V.; ABAYEVA B T.; OKINSHEVICH, N.A.; ANDREYEVA, A.S.;
MOROZOV, V.I. ~~

Developing extraction methods for obtaining carbon hlack
stock from cata..y tically oracked gas oils. Khim, i tekh.
topl. 1 masel 9 no.5:13-16 5 Mytés (MIRA 17:7)

1. Vsesoyumyy naucimo-issledovatel'skily institut po pererabotke
nef’ti 1 gaza 1 polucheniyu iskusatvennogo zhldkogo topliva.
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LABAYEVA, B.T.; OKINSHEVICH, N,A.; AGAFONOV, A.Y,; SIDLYARENOK, F.S,;
KAZANSKIY, V,L,j GYUL'MISAR'HAN, T.G.; SUYETENKO, L.P,;
GILYAZETDINOV, L.PF, ‘

Using extracts as stock for the production of active aix! semi-
active carbon black. Nefteper. i neftekhim, no,5:30-33 '64.

(MIRY 17:8)
1. Vsesoyuznyy nauchno-issledovatel'skiy institut po pererabotke
nefti i gaza i polucheniyu iskusstvennogo zhidkogo topliva,
Kuybyshevskiy nauchno-issledovatel'skiy institut neftyeroy
promyshlennosti 1 Nauchno-issledovatel'skiy institut stinnoy
promyshlennosti,
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[TACC NR, AP5028680 "'~ $OURCE CODE: UR/0318/65/000/011/0025/0028
AUTHOR: Gyul‘wmisaryan, T, G,; Gilyazetdinov, L. P,; Aksenova, E. I,; Shmeleva, j%?

R, I.; Khokhlov, B, P.; Bystrov, K, M.; Sckolova, V. V.; Sinyakina, A, Vi; Abayeva,
B, Ty; Okinshevich, N. A.

s
|
|

jORG: NIIShP; VNIINP: Novo-Yaroslavl Carbon Black Plant (Novo-Yaroslavskiy sazhevyy

‘zavod); VolgogradnCarbon Black Plant (Volgogradskiy sazhevyy savod); Scientific
Research Technologlcal Design Institute (Nauchno-1ssledovatel'skiy konatruktorno~ .
!

T tekhnologfichesk{y Institut)

TITLE: Industrial tests of new types of petroleum stock in the production of
activated PM-70 furnace black <6

SOURCE: Neftepererabotka i neftekhimiya, no. 11, 1965, 25-28
TOPIC TAGS: activated carbon, petroleum product, gas oil fraction, phenol

ABSTRACT: In order to confirm and develop the results of earlier studies which

indicated that catalytic and thermal gas oil could be used in the production of

activated furnace black, experimental batches of initial sulfur and hydrofined i
~ phenol extracts of catalytic and thermal gas oil were produced, The physicochemical !

" characteristics of the new types of petroleum stock are compared with those of '
green oil; in the degree of aromatization they are identical, but in fractional .
composition, molecular weight, and viscosity, green oil 1is slightly lighter. In-
dustrial tests confirmed that hydrofined phenol extracts of catalytic gas oil, the
Cord_1/2 UDCs - 66.095.213547,21,001.5

2
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L 12807-66 ‘
ACC NRr  AP5028680 ~

Q
initial sulfur-containing phenol extract of catalytic gas oil, and also mixtures of
thermal gas oil and green ol (in the ratio of 60:40) can be used in the production
of activated PM-70 furnace black in plants equipped with cyclone reactors, a dry
systenm befing used for trapping the black, Orig, art. hass 2 figuras and 3 tables.

SUB CCOE: ©7 / SUBM DATE: none / ORXC REFs 006 .
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SOV /137-58-12-25541

Translation from: Referativnyy zhurnal. Metallurgiya, 1958, Nr 12, p 205 (USSR)

AUTHOR:

TITLE:

Abayeva, M. M.

Functional Conditioh of the Liver Among Lead-shop Workers at the
"Elektrotsink" Plant (Funktsional: noye sostoyanive pecheni u rabochikh
svintsovogo tsekha zavoda "Elektrotsink’)

PERIODICAL:  [Tr.] Sev-Osetinsk., med. in-ta, 1958, Vol 7, Nr 1, pp 119-124

ABSTRACT: As a result of the study of initial insidious stages of Pb attack on the

Card 1/!

liver among 100 practically healthy workers with over 5 years of service,
the following conclusions were drawn: 1) 60% of lead-shop workers with
over 5 years' service, who are considered to be practically healthy,
displayed some symptoms of chronic lead poisoning; 2) 77% of workers
who are in contact with Pb for long periods of time exh:bit symptoms of
chronic functional insufficiency of the hver; 3) Regular observation of
the functional condition of the liver among lead-shop workers is neces-
sary.

Yu. S.
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BOTVINIX, M.M.; ABAYBVA, S.M.; KOKSHAROVA, L.M.; OLADKINA, V.A.

B 4
Synthesis of O-dipentidyl derivatives of acylserine and glycolic
Mi(lu Zhur. od. khin. 30 n00m13877-3883 D '600 (lm 13!12)

1. Hoskovekiy gosudarstvennyy universitet.
(Serine) (Olycolic acid)
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I, . 1 ¢

USSR/Cultivated Plants - Commercial.s Oil-Bearing. Sugar-Bearinge M=5

Abs Jour : Ref Zhur - Biol., No 7, 1958, 29879

the cotton wool output by 15-23%. Soaking the sceds for

12 hours in a 0.005% solution of CuSO), boosted their ger-
mination. The highest cotton wool yleld occurred with 12
hour sced soaking and the further spraying of the plants

in a solution of H3BO3.

Card 2/2
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Country ¢ USSR
Category: Cultivated Plants. Commercial. Oil-Bearing.
Sugar-Bsaring.

Aibs Jour: RZh3lol,, No 22, 1958, No 100367

period from the 3 of June to the 23 of July
chanzed from 0.5 to 0.75 milliarems/kz, in

the horizon of 30-40 centimeters from 0.05 to
0.4, in the horizon of 50-60 centimeters fron
0.17 to 0.4 and in the horizon of 70-80 centi-
meters - from 0.17 to 1.5 nilligrans/kg of the
soll., It is wointed out that the content of
mobile B in the soil 1s quite sufficlent for
the normal development of the cotton plant.
Determinations of B content in the plants
showed that in different perlods of the select-
' ion of test specimens, the B content in the

Card : 2/4
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Country : USSR '
Cetezory: Cultivated Plants. Comnmercial. Oil-Bearing.
Sugar-Bearing.

«bs Jourt lzZhBiol., No 22, 1358, No 100367

62%, in the upper - by 130%, in the buds and
flowers - by 423, -- B. P. Pleshkov
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